


ELECTRIC XTENDER

MODEL: 8700

The Electric Xtender deploys in 10 seconds and extends a full 18"
(457 mm) above the pump house. It is designed to flow in both the
raised and lowered positions.

KEY FEATURES:

INLET/OUTLET OPTIONS:

TENDER

2000 gpm capable

4" waterway

Extends 18"

Designed to flow in both raised and lowered positions

Pressure switch to prevent retraction when internal pressure is
greater than 10 psi (0.7 bar)

NFPA compliant
Dual saddle bracket mounting kit included

O Control the Xtender via
any EXM2™ Monitor
Controller.

3" VIC/4" Flange
4" VIC/4" Flange

MANUAL EXTENDER M A NUA.L

MODEL: 8599

Available in both 12" (305 mm) and 18" (457 mm) options, the
Manual Extender provides full 360° operation in either full-up or full-
down position.The integrated lock prevents unintended collapse of
the Extender, protecting the operator from harm.

KEY FEATURES:
= 3" waterway capable of 1250 gpm (4750 LPM)

IEXTENDER

Easy to operate latch for simple and safe deployment

Integrated proximity sensor for connection to in-cab warning light
(light not included)

Multiple mounting bracket options (included) to accommodate
apparatus design

Easy to operate latch
design pictured here.
It's safer and simpler

INLET/OUTLET OPTIONS: to deploy.
= 3"VIC /3" MNPT
= 3"MNPT /3" MNPT
= 150# flange kit available — sold separately
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