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Bleeder Valve Replacement Kit 65995001 
For Elkhart Brass 1902 Intake Valve 
This service kit includes the parts required to replace the bleeder valve of an Elkhart Brass 1902 intake valve.  
 

Bleeder Valve Replacement 
I. DISASSEMBLY  

1. Using a large adjustable wrench or a 1 1/8 wrench, loosen the bleeder valve cap (23824007).  
2. Applying pressure, pull on the knob of the bleeder valve (42105707). 
3. Using the same adjustable wrench or 1 1/8 wrench, remove the bleeder valve body (17791007) from the valve 

assembly. 
4. Clean the ¾” NPT threads of the valve assembly. 

 
 

 
 
 
 
II. REASSEMBLY 
NOTE: Lubricate all O-rings with Parker O-Ring Lube or equivalent lubricant. 
 

1. Remove all new components from packaging. All old bleeder valve parts can be discarded. 
2. Place the bleeder valve cap (23824007) onto the bleeder valve insert (17793007). 
3. Apply Loctite 263 to the threads of the bleeder valve insert (17793007), screw on the pull knob (42105707) 

tightly by hand. 
4. Install o-ring (59239000) into the first groove of the bleeder valve insert. 
5. Install o-ring (57566000) into the second groove of the bleeder valve insert. 
6. Install o-ring (57321000) into the third groove of the bleeder valve insert. 
7. Apply Loctite 5117 threads sealant or equivalent to the male threads of the 3/8 NPT plug (52647000).  
8. Insert the plug into bleeder valve body (17791007) and tighten. 
9. Apply Loctite 5117 threads sealant or equivalent to the male threads of the bleeder valve body. Insert 

the bleeder valve body in the valve assembly, hand tightened then apply one to two full additional turns. 
NOTE: THE OUTLETS OF THE BLEEDER VALVE BODY NEED TO BE HORIZONTAL, ONE ON EACH 
SIDE OF THE ASSEMBLY. 

10. Insert the bleeder valve insert (17793007) into the bleeder valve body (17791007). 
11. Apply Loctite 243 or equivalent to the male threads of the bleeder valve body (17791007) and tighten the 

bleeder valve cap (23824007). Torque to 8-10 ft lbs. 


