
+1 574-295-8330  
www.elkhartbrass.com

XD Intake Storz Inlet -  
Rigid to Free Swivel Conversion
For Elkhart Brass 1902 Intake Valve
 
Instructions for removing 3/8-16 dog-point set screw to allow for free swivel rotation of Storz inlet on 1902 
intake valve. 

I. Removal
1.	 All Storz inlets on 1902 intake valves come pinned stationary (rigid) from the factory.  
2.	 To allow for full free swivel rotation, remove the two (2) 3/8-16 x 0.500 dog-point set screws (item 2 

below) in the figure below. A removable thread locker has been used to secure the set screw. If the set 
screws cannot be removed, apply direct heat and retry.  

Note:  These two screws are 180 degrees apart on the Storz coupling.  A third set screw is located on the Storz 
coupling that retains the ball bearings.  Do not remove that set screw.

II. Install
1.	 Locate the two 3/8-16 x 0.250 set screws (item 1 above) that shipped loose (plastic closable bag) with the 

1902 intake valve. The 3/8-16 x 0.250 set screws are installed to minimize debris from entering the hole. 
2.	 Apply Loctite 243 or equivalent to the male threads of the set screw.
3.	 Install flush with the outer diameter of the Storz inlet. 

Note:  Tightening these set screws below flush until tight will prevent the Storz coupling from rotating freely.


