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DATA SHEET 
Hydraulic Remote Control 
Fire Protection System 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Features 
■ Optional absolute position feedback via analog 

encoders enable monitor to maintain pre-programmed 

coordinates after power loss 

■ Suitable for following classified areas 

■ Class I, Division 1, Zone 1 Groups B, C, D, T6 

■ Class II, Division 1, Zone 21 Groups E, F & G, T6 

■ Class III, Division 1 

■ 85 Brass or stainless steel monitor construction for 
corrosive environment and sea water applications 

■ Double-race, brass bearings on vertical and horizontal 

swivels ensures monitor reliability and durability 

■ Optional automatic horizontal oscillation 

■ Optional communication with facility fire detection 

and alarm system enables system activation via fire 

alarm input 

■ Optional group response enables grouping and 

activation of group(s) of monitors with input from fire 

detection system 

                                  

 
■ Optional Networked version 

■ Up to 24 monitors per RF Transmitter 

■ Up to 64 monitors per system with HMI via ethernet IP 

■ Ethernet IP network communication protocol enables 

network communication over ethernet network 

■ Cat 5e copper – 300ft. (100m) 

■ Multimode fiber -  725ft. (220m) 

■ Single mode fiber – 6 miles (10km) 

■ Optional portable Radio Frequency (RF) control with up to 

1000 ft (305 m) range 

■ Optional integration with ancillary devices such as flame 

and heat detection systems 

■ Complies with NFPA 70 

■ 5 Year limited warranty for monitor system and 2-year 

limited warranty for control panels/units 

 

Remote Control Console               Operator Control Panel (OCP)              RF Control                

Monitor & Hydraulic Actuation System 

The Elkhart Brass hydraulic remote control fire protection system 

is designed to provide reliable industrial fire protection solution for 

Zone 1, Zone 21, Class I, Class II and Class III hazardous locations. 
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Max rated pressure 200 psi 200 psi 

Flow Rate Up to 1100 GPM @ 100psi (4200 LPM @ 7 bar) Up to 2000 GPM (7570 LPM) @ 100psi (7 bar) 
 

Inlet Size 4-inch 150# FF Flange 4-inch 150# FF Flange 

Oscillation Range H: 180°, 270° and 360° options H: 180°, 270° and 360° options 
 

 

Nozzle Pattern Straight stream to wide fog Straight stream to wide fog 
 

Material 85 Brass Stainless steel 
 

Dimensions See drawing at page 3 See drawing at page 3 

Weight 150 lbs (68 kg) 150 lbs (68 kg) 
 

Ambient Temperature -19° F to 131° F (-7°C to 55° C) -19°F to 131° F (-7° C to 55° C) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

12 Conductors + 
GND 

Conductor 

System to OCP Connections 

 

Maximum Distance 

#14 AWG Wire 165ft (50m) 

#12 AWG Wire 260ft (79m) 

#10 AWG Wire 420ft (128m) 

  

Max Pump Discharge     
Pressure 

Input Power 

Enclosure Dimensions 

Enclosure Rating 

Enclosure Material 

Weight 

Ambient Temperature 

5.0A @ 120 VAC / 2.5A @ 240 VAC 

   
        

NEMA 4/7 

Cast aluminum 

500 lbs (227 kg) 

19° F to 131° F (-7° C to 55° C) 

Hydraulic Actuation System 

 
Input Power 100-120VAC @ <2.1A, 220-240VAC @ 

<1.0A 

Dimensions Screen: L: 15" x W: 15" 
(381 mm x 381 mm) 
Mounting: 20"x20"x12.27" (LXWXH) 
(508 mm x 508 mm x 311.66mm) 

Enclosure Rating NEMA 12/13/4X, IP54, IP65, 
for Indoor Use 

Material Painted Carbon Steel 

Weight 55 lbs (25 kg) 

Ambient Temperature 32° F to 131° F (0° C to 55° C) 

 

   

 
Enclosure Dimensions  (LxWxH) 

        

Enclosure Rating NEMA 4/7 

Enclosure Material Cast Aluminum 

Weight 115 lbs (52 kg) 

Ambient Temperature -13° F to 131° F (-25° C to 55° C) 

Operator Control Panel OCP 

Range 

Battery Type 

Battery Operation 
Duration 

Weight 

Ambient Temperature 

Up to 1000' (305 m) range 

Ni MH 

8-10 hours Continuous 

6 lb (2.7 kg) - Belly Pack 

-25° C to 55° C (-13° F to 131° F) 

Radio Frequency Control 

Type 

Multimode Fiber Optic Cable 

Single Mode Fiber Optic 
 

Cat 5e Ethernet Cable 

Maximum Distance Between Nodes 

    

    

    

Network Connectivity 

294-11XBHC 
System 

Monitor Specifications 
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Ordering Information 
 

Standard 

Operator controls in safer/more accessible 

areas; optional portable RF control for up to 10 

monitors per transmitter 

 

 

 

 

 
Networked 

Monitor system with separate (OCP) and 

HMI console; automatic vertical and 

horizontal oscillation; Capable of system 

activation via fire alarm; optional manual 

override; Networkable with multimode fiber, 

single mode fiber, or Cat 5e copper; up to 

24 monitors per network system; group 

response over Ethernet IP network; Optional 

portable RF control for up to 24 monitors per 

transmitter. 

 
Optional RF Control 

Optional RF control enables portable Radio 

Frequency (RF) control; up to 1000 feet (305 m) RF 

control range; controls up to 24 monitors per 

transmitter. 
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